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Assembly Instructions 
for™= 
LOOP-YAGI Antennas 


1. Check that all parts have been received. 
The antenna kit will arrive in two (2) boxes: 
The BOOM in a long wooden box 
The ELEMENTS, etc. in a parcel. 
The parcel contains: 
14 14 small DIRECTOR loops + 2 spares 
, 12 large DIRECTOR loops + 2 spares 
1 REFLECTOR loop (the very large one) 
1 DRIVEN loop assembly 
1 bag stainless steel mounting hardware 
if 


coaxial connector (if ordered). 


26 Assemble the DIRECTOR loops to the boom 
starting at the front end with the 14 SMALL 
DIRECTOR loops. Take care to hold the loop 
square to the boom while tightening the nut. 
Do NOT attempt to "straighten" a loop after 
the nut is tight. Slacken the nut before 
moving the loop (spare loops supplied, just 
in case of accidents !). Continue assembling 
the 12 LARGE DIRECTOR loops to the boom. 


se Assemble the REFLECTOR loop to the boom using 


the last hole, next to the rear boom extension. 


De 


Assemble the DRIVEN loop to the boon, 

carefully noting the phasing if two or 

more beams are being stacked. 

Note: The polarisation is linear, 
HORIZONTAL when the loops are "sitting" 
on top of the boom as shown below. 


Carefully bend the coax cable towards 
the boom in the direction of the main 
feed line. Do NOT bend too sharp or too 
close to the brass bushing. 


Assemble the connector to the driven 
element coaxial cable, 


This completes assembly of the beam, 


The beam may be mounted from the rear 
or from the underside, at the C of G. 
Rear mounting is recommended, Do NOT 
place excessive strain on the miniature 
coaxial cable. Lash the main feed cable 
to the boom before connecting to beam, 
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